SPECIFICATION WATERPROOFING MEMBRANES
PROJECT ……………………….
SECTION
PART I GENERAL

101
Scope 
Supply and install waterproofing membranes and protective coatings including preparation and all associated work and materials.
102
Associated Works
Co-ordinate and co-operate with all associated trades.

103
Quality Requirements
A.
Subcontractor Qualifications: Perform work of this Section only with tradesmen licensed by the appropriate authority and capable of demonstrating significant history of quality of work required with the products on previous jobs.
B.
Pre-installation Conference:  Meet at site with installer, material manufacturer, installers of any related work and other appropriate parties. Provide adequate notice to all – minute meeting and record decisions.

C.
Quality Assurance:  Installer to maintain QA records in accordance with ISO9000.
D.
Field Quality Control: Arrange for attendance of manufacturer's representative as may be required.
104
References 
A. Appropriate Australian Standards including but not limited to:
AS 3740:2004 & AS/NZS4858:2004 Waterproofing of wet areas

AS 5654.1 and 4654.2 External waterproofing
AS 3600 and AS 2870 Concrete

AS 3700 Masonry

AS 2908.2 Fibre Cement Sheet
AS 3958.1 Tiling

AS 2334 and AS 3566.1 Fastenings

B. Manufacturer’s Technical Publications:
Any references to product or recommendations shall be deemed to incorporate reference to all the manufacturer’s technical literature and recommendations applicable to the product and construction type. 

C. Industry Association Reference Publications:
Work shall be deemed to incorporate any related Industry Association reference publications and guide standards for relevant work. 

D. Regulatory Standards:
Work shall be deemed to incorporate relevant applicable regulatory standards, including but not limited to the following:
· Local Council Applicable Regulations
· The Building Code of Australia (BCA)
105
Extent
Verify and confirm all extents at every location prior to installation. 

Where not otherwise clear, provide not less than the following extent to the various respective locations.
· Any relevant Australian Standard
· Manufacturer’s written requirements

· Where and if required, extend the termination installation to meet adjacent surfaces finishes and treatments, so as to avoid gaps in finishes between adjacent trades.
106
Accredited Applicators 
Installation shall be by applicators accredited in writing by the waterproofing materials manufacturer for the installation of the specified systems. Please contact Chemind Construction Products on 1800 33 44 44 or email info@chemind.com.au for a copy of approved applicators.

107
Warranty 
Provide to the Proprietor a warranty, for a period of ten years from the date of Practical Completion for:

· Materials by the manufacturer

· Workmanship by the applicator

to the whole of the tanking including penetrations for equipment supports, pipes, flues, upstands, flashings and the like for the period of the warranty and without cost to the Proprietor, provide an undertaking to make good any defect resulting.
PART II MATERIALS & EXTENT
201
Acceptable Manufacturers of Waterproof Membranes
Chemind Construction Products, 74 Annie Street, Rocklea QLD 4106; Ph (07) 3255 5755 

Or contact Technical Department Toll Free: 1800 33 44 44 

202
Chemind Construction Products Data Sheets 
Refer to the manufacturer’s data sheets attached at end Specification Section: 

203
Installation Schedule of Waterproof Membranes
	LOCATION 
	EXTENT 
	WATERPROOFING SYSTEM 

	Basement Floor Slabs & Lift Pit Slab 
	Underside of all slabs on concrete blinding
	Pre-applied sheet – Grace Preprufe 160R

	Non-access concrete walls
	Non-access external boundary walls
	Pre-applied sheet – Grace Preprufe 160R

	External retaining walls & lift shaft 
	External perimeter walls & lift shaft below ground level 
	Grace Bituthene 3000 or Chemind Aquagard M. Protect with Chemind Protectoboard 

	Stormwater Detention Tank
	Full extent of floor & walls before concrete lid is poured 
	Chemind Epocote F100W sealer with Chemind Aquagard M 

	Podium , Planters & Landscaping
	All decks, walls, turn-ups & hobs
	Chemind Aquagard M with Chemind Protectoboard to walls & Chemind Rapid-Drain on floors. Chemind Blockflex to all exposed walls

	Car Park
	Exposed trafficable membrane to concrete slab
	Chemind Ultraure A-80 system

	Swimming Pool Shell
	Concrete shell prior to render and tiles
	Fully reinforced Chemind Newflex or Newflex R100

	Swimming Pool Balance Tank & Chemical Store
	Concrete floor, concrete block walls including top of concrete block walls 
	Chemind Epocote F100W HD zero VOC epoxy 


	LOCATION
	EXTENT
	WATERPROOFING SYSTEM

	Aluminium Joinery Openings 
	Reveals & sills on all levels 
	Chemind Newflex WAM Fibre or Chemind PU Aquagard M Class III membranes

	Balconies and Tiled Decks
	Waterproof membrane below floor tiles 
	Chemind Newflex WAM Fibre or Chemind Aquagard M Class III membranes

	External Façade & Parapets
	Concrete & masonry facades, parapets & walls
	Chemind Epocote F100W Grey primer with Chemind Blockflex membrane

	Roofs – Exposed, incl LMR Roof
	Concrete decks & turnups to precast concrete parapets
	Chemind Aquagard M UVR exposed Roofing System

	Roofs - Insulated
	Concrete roof decks to R2.5
	Chemind Aquagard M with 75mm Chemind Insul-Foam & gravel or concrete slabs on Chemind Multi-Pads

	Internal Wet Area Floors 
	Ensuites, Bathrooms, Powder Rooms, Toilets, Laundries to BCA AS3740:2004 standard & extent
	Chemind Newflex WAM Fibre or Chemind Aquagard M Class III membranes

	Internal Wet Area Walls 
	Ensuites, Bathrooms, Laundries, Powder Rooms, Toilets to BCA AS3740:2004 standard & extent
	Chemind Newflex WAM Fibre or Chemind Aquagard M Class III membranes

	Service Areas & Plant Rooms 
	Service traffic floor slabs
	Chemind Newflex WAM Fibre with Chemind Tuffcote Duratop or Chemind Epocote F100W HD VOC free epoxy.

	Kitchens & Entries
	Acoustic Insulation to concrete floors
	Chemind Sound-Shield Mat system


PART III EXECUTION 
301
Examination 
Inspect site conditions before start of work on site, before delivery of materials. Ensure conditions are satisfactory for installation. 

Arrange with Builder for any rectification required before delivery of materials.
302
Substrates 
Grade substrates to fall to drains without ponding. Minimum fall: 1:100. 

Movement joints: Provide movement joints over movement joints in the substructure.
303 
Preparation 
Prepare all surfaces in accordance with material manufacturer's instructions.

304 
Installation 
Comply throughout with requirements of material manufacturer, Australian Standards, BCA and Local Government regulations.
305
Protection 
Protect the installation from damage as and where specified. Notify Builder on completion of works requiring protection from other trades.
306 
Completion 
Complete contracted work in accordance with contract documents and any written variation orders issued by the Architect.
